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Preformed Sealants and Expansion Joints For: 

•   Parking, Plaza, Roadway, & Stadium Joints •  Interior Movement Joints •  Acoustic & Anti-Vibration Joints 
•   Façade, Wall, & Abutment Joints •  Masonry Joints •  Specialty Applications 

 
 
 
 
Independent Test Report: FTIR/DSC Certification that the pre-compressed, UL-certified, fire-rated foam 
sealants listed herein contain no wax. 
 
The test report that follows this cover page contains the results of Fournier Transform Infrared Spectroscopy (FTIR) and 
Differential Scanning Calorimetry (DSC) testing conducted by an independent laboratory on EMSHIELD WFR2 from 
EMSEAL. 
 
The material components and fire-retardant impregnation emulsion chemistry used in the manufacture of the pre-
compressed foam backing of WFR2 are identical to those used in the following list of products.   
 
The conclusions reached in the report, that the material contains no wax or wax compounds, extends by logic to the 
precompressed foam sealant used in the manufacture of the following materials: 
 
EMSHIELD DFR2 
EMSHELD DFR3 
EMSHIELD SecuritySeal SSW2 
EMSHIELD SecuritySeal SSF2 
EMSHIELD SecuritySeal SSF3 
EMSHIELD SJS-FR1 
 
















